SECTION 00 91 12 - ADDENDUM NUMBER 3

PARTICULARS

01. DATE: JUNE 2, 2020

02. PROJECT: GREECE PUBLIC LIBRARY - ENTRANCE RENOVATION

03. PROJECT NUMBER: 20192868.0001

04. OWNER: TOWN OF GREECE

05. ARCHITECT: PASSERO ASSOCIATES

06. CONSTRUCTION MANAGER: CHRISTA CONSTRUCTION

TO: PROSPECTIVE BIDDERS:

07. THIS ADDENDUM FORMS A PART OF THE CONTRACT DOCUMENTS AND MODIFIES THE ORIGINAL PROCUREMENT DOCUMENTS DATED MAY 8, 2020, AND ADDENDUM NUMBER 2 ISSUED JUNE 1, 2020, WITH AMENDMENTS AND ADDITIONS NOTED BELOW.

08. THESE CHANGES ARE TO BE INCORPORATED INTO THE CONSTRUCTION DOCUMENTS AND SHALL APPLY TO THE WORK WITH THE SAME MEANING AND FORCE AS IF THEY HAD BEEN INCLUDED IN THE ORIGINAL DOCUMENTS. WHEREVER THIS ADDENDUM MODIFIES A PORTION OF A PARAGRAPH OF THE PROJECT MANUAL, OR PORTION OF ANY DRAWINGS, THE REMAINDER OF THE PARAGRAPH OR DRAWING SHALL REMAIN IN FORCE.

09. ACKNOWLEDGE RECEIPT OF THIS ADDENDUM IN THE SPACE PROVIDED IN THE BID FORM. FAILURE TO DO SO MAY DISQUALIFY THE BIDDER.

CHANGES TO DRAWINGS:

01. MODIFY DRAWINGS AS LISTED BELOW WITH REVISED DATED JUNE 2, 2020.

<table>
<thead>
<tr>
<th>Drawing</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>MD-101B</td>
<td>ENLARGED LOBBY REMOVAL PLAN</td>
</tr>
<tr>
<td>M-101B</td>
<td>ENLARGED LOBBY FLOOR PLAN</td>
</tr>
<tr>
<td>ED-100B</td>
<td>ENLARGED LOBBY REMOVAL PLAN</td>
</tr>
<tr>
<td>E-101B</td>
<td>ENLARGED LOBBY FLOOR PLANS</td>
</tr>
<tr>
<td>M-SK-01</td>
<td>PARTIAL LOBBY REMOVAL PLAN</td>
</tr>
<tr>
<td>M-SK-02</td>
<td>PARTIAL LOBBY FLOOR PLAN</td>
</tr>
<tr>
<td>E-SK-01</td>
<td>PARTIAL LOBBY REMOVAL PLAN</td>
</tr>
<tr>
<td>E-SK-02</td>
<td>PARTIAL LOBBY FLOOR PLAN</td>
</tr>
</tbody>
</table>

END OF SECTION
DISCONNECT EXISTING MECHANICAL EQUIPMENT FOR REPLACEMENT BY MECHANICAL CONTRACTOR. EXITING CIRCUIT TO REMAIN TO RECONNECT NEW HEAT PUMP. REMOVE ASSOCIATED DISCONNECT/STARTER

REMOVAL NOTES:

ENLARGED LOBBY REMOVAL PLAN

1/4" = 1'-0"
DRAFTING NOTES:

11. Connect new heat pump to existing circuit. Provide combination starter at unit. Coordinate installation with mechanical contractor.
ENLARGED LOBBY REMOVAL PLAN

REMOVAL NOTES:

1. REMOVE EXISTING HEATPUMP IN ITS ENTIRETY. DISCONNECT DUCTWORK. DISCONNECT HPWS/R PIPING BACK TO AND INCLUDING THE SHUTOFF VALVES. PREP DUCT AND PIPE FOR CONNECTION TO NEW PIPE AND UNIT IN NEW WORK PHASE OF PROJECT. DISCONNECT CONDENSATE PIPING AND PREP FOR NEW CONNECTION.
**DRAWING NOTES:**

1. PROVIDE NEW HORIZONTAL HEAT PUMP AT LOCATION SHOWN. MODIFY AND EXTEND EXISTING DUCTWORK AND PIPING AS REQUIRED. PROVIDE ALL NEW TRIM PER DETAIL ON DETAIL SHEET. RECONNECT CONDENSATE PIPING, MODIFY AND EXTEND AS REQUIRED.

**DRAWING OF ORIGIN: M-101B**